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UTILITY CONSTRUCTION NOTES

1. CONTRACTOR IS RESPONSIBLE FOR CONTACTING THE TOWN OF MANSFIELD AND STATE OF CONNECTICUT DOT TO SECURE
CONSTRUCTION PERMITS AND FOR PAYMENT OF FEES FOR STREET CUTS AND CONNECTIONS TO EXISTING UTILITIES.

2. THE CONTRACTOR SHALL PROVIDE AND MAINTAIN TRAFFIC DEVICES FOR PROTECTION OF VEHICLES AND PEDESTRIANS
CONSISTING OF DRUMS, BARRIERS, SIGNS, LIGHTS, FENCES AND UNIFORMED TRAFFIC CONTROLLERS AND UNIFORMED TRAFFIC
OFFICERS AS REQUIRED, OR AS ORDERED BY THE ENGINEER OR AS REQUIRED BY THE LOCAL GOVERNING AUTHORITIES OR AS
REQUIRED BY PERMIT STIPULATIONS.

3. THIS PLAN DETAILS SITE INSTALLED PIPES UP TO 5 FROM THE BUILDING FACE. REFER TO ARCHITECTURAL AND MEP
DRAWINGS FOR BUILDING CONNECTIONS. SITE CONTRACTOR SHALL SUPPLY AND INSTALL PIPE ADAPTERS AS NECESSARY AT
BUILDING CONNECTION POINT OR AT EXISTING UTILITY OR PIPE CONNECTION POINT.

4., THE CONTRACTOR SHALL VISIT THE SITE AND VERIFY THE ELEVATION AND LOCATION OF ALL UTILITIES BY VARIOUS MEANS
PRIOR TO BEGINNING ANY EXCAVATION. TEST PITS SHALL BE DUG AT ALL LOCATIONS WHERE PROPOSED SANITARY SEWERS
AND WHERE PROPOSED STORM PIPING WILL CROSS EXISTING UTILITIES, AND THE HORIZONTAL AND VERTICAL LOCATIONS OF
THE UTILITIES SHALL BE DETERMINED. THE CONTRACTOR SHALL CONTACT THE CIVIL ENGINEER IN THE EVENT OF ANY
DISCOVERED OR UNFORESEEN CONFLICTS BETWEEN EXISTING AND PROPOSED SANITARY SEWERS, STORM PIPING AND UTILITIES
SO THAT AN APPROPRIATE MODIFICATION MAY BE MADE.

5. UTILITY CONNECTION DESIGN AS REFLECTED ON THE PLAN MAY CHANGE SUBJECT TO UTILITY PROVIDER AND GOVERNING
AUTHORITY STAFF REVIEW.

6. THE CONTRACTOR SHALL ENSURE THAT ALL UTILITY PROVIDERS AND GOVERNING AUTHORITY STANDARDS FOR MATERIALS
AND CONSTRUCTION METHODS ARE MET. THE CONTRACTOR SHALL PERFORM PROPER COORDINATION WITH THE RESPECTIVE
UTILITY PROVIDER.

7. THE CONTRACTOR SHALL ARRANGE FOR AND COORDINATE WITH THE RESPECTIVE UTILITY PROVIDERS FOR SERVICE
INSTALLATIONS AND CONNECTIONS. THE CONTRACTOR SHALL COORDINATE WORK TO BE PERFORMED BY THE VARIOUS UTILITY
PROVIDERS AND SHALL PAY ALL FEES FOR CONNECTIONS, DISCONNECTIONS, RELOCATIONS, INSPECTIONS, AND DEMOLITION
UNLESS OTHERWISE STATED IN THE PROJECT SPECIFICATIONS MANUAL AND/OR GENERAL CONDITIONS OF THE CONTRACT.

8. ALL EXISTING PAVEMENT WHERE UTILITY PIPING IS TO BE INSTALLED SHALL BE SAW CUT. AFTER UTILITY INSTALLATION IS
COMPLETED, THE CONTRACTOR SHALL INSTALL TEMPORARY AND/OR PERMANENT PAVEMENT REPAIR AS DETAILED ON THE
DRAWINGS OR AS REQUIRED BY THE OWNER HAVING JURISDICTION.
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9. ALL PIPES SHALL BE LAID ON STRAIGHT ALIGNMENTS AND EVEN GRADES USING A PIPE LASER OR OTHER ACCURATE METHOD.

10. SANITARY LATERAL SHALL MAINTAIN (10" MIN. HORIZONTAL 1.5° VERTICAL MIN.) SEPARATION DISTANCE FROM WATER LINES, OR
ADDITIONAL PROTECTION MEASURES WILL BE REQUIRED WHERE PERMITTED, WHICH SHALL INCLUDE CONCRETE ENCASEMENT OF PIPING
UNLESS OTHERWISE DIRECTED BY THE UTILITY PROVIDERS AND CIVIL ENGINEER.

11. RELOCATION OF UTILITY PROVIDER FACILITIES SUCH AS POLES, SHALL BE DONE IN ACCORDANCE WITH THE REQUIREMENTS OF THE
UTILITY PROVIDER.

12. THE CONTRACTOR SHALL COMPACT THE PIPE BACKFILL IN 8" LIFTS ACCORDING TO THE PIPE BEDDING DETAILS. TRENCH BOTTOM
SHALL BE STABLE IN HIGH GROUNDWATER AREAS. A PIPE FOUNDATION SHALL BE USED PER THE TRENCH DETAILS AND IN AREAS
OF ROCK EXCAVATION.

13. CONTRACTOR TO PROVIDE STEEL SLEEVES AND ANNULAR SPACE SAND FILL FOR UTILITY PIPE AND CONDUIT CONNECTIONS UNDER
FOOTINGS.

14. BUILDING UTILITY PENETRATIONS AND LOCATIONS ARE SHOWN FOR THE CONTRACTOR’S INFORMATION AND SHALL BE VERIFIED WITH
THE BUILDING MEP DRAWINGS AND WITH THE OWNER'S CONSTRUCTION MANAGER.

15. ALL UTILITY CONSTRUCTION IS SUBJECT TO INSPECTION FOR APPROVAL PRIOR TO BACKFILLING, IN ACCORDANCE WITH THE
APPROPRIATE UTILITY PROVIDER REQUIREMENTS.

16. A ONE—FOOT MINIMUM VERTICAL CLEARANCE BETWEEN WATER, GAS, ELECTRICAL, AND TELEPHONE LINES AND STORM PIPING
SHALL BE PROVIDED. A SIX—INCH MINIMUM CLEARANCE SHALL BE MAINTAINED BETWEEN STORM PIPING AND SANITARY SEWER WITH A
CONCRETE ENCASEMENT. AN 18—INCH TO 6—INCH VERTICAL CLEARANCE BETWEEN SANITARY SEWER PIPING AND STORM PIPING SHALL
REQUIRE CONCRETE ENCASEMENT OF THE PROPOSED PIPING.

17. SITE CONTRACTOR SHALL PROVIDE ALL BENDS, FITTINGS, ADAPTERS, ETC., AS REQUIRED FOR PIPE CONNECTIONS TO BUILDING
STUB OUTS, INCLUDING ROOF/FOOTING DRAIN CONNECTIONS TO ROOF LEADERS AND TO STORM DRAINAGE SYSTEM.

18. MANHOLE RIMS AND CATCH BASIN GRATES SHALL BE SET TO ELEVATIONS SHOWN. SET ALL EXISTING MANHOLE RIMS AND VALVE
COVERS TO BE RAISED OR LOWERED FLUSH WITH FINAL GRADE AS NECESSARY.
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19. SITE CONTRACTOR SHALL COORDINATE INSTALLATION OF CONDUIT AND CABLES FOR SITE LIGHTING WITH THE BUILDING ELECTRICAL PRODUCT NOTES:

CONTRACTOR.

1. SHOP DRAWINGS: THE CONTRACTOR SHALL SUBMIT SHOP DRAWINGS

20. CONTRACTOR SHALL COORDINATE INSTALLATION FOR ELECTRICAL SERVICES TO PYLON SIGNS AND SITE LIGHTING WITH THE BUILDING OF MATERIALS AND STRUCTURES FOR REVIEW AND APPROVAL PRIOR TO

ELECTRICAL CONTRACTOR.

DELIVERY TO THE SITE. ALLOW 14 WORKING DAYS FOR REVIEW.

21. THE CONTRACTOR SHALL RESTORE ANY UTILITY STRUCTURE, PIPE, UTILITY, PAVEMENT, CURBS, SIDEWALKS, DRAINAGE STRUCTURE, SWALE 2. COPPER PIPE SHALL BE TYPE K TUBING WITH COMPRESSION FITTINGS.
OR LANDSCAPED AREAS DISTURBED DURING CONSTRUCTION, TO THEIR ORIGINAL CONDITION OR BETTER TO THE SATISFACTION OF THE OWNER,
TOWN OF MANSFIELD, AND STATE OF CONNECTICUT.

REQUIREMENTS.
22. INFORMATION ON EXISTING UTILITIES AND STORM DRAINAGE HAS BEEN COMPILED FROM AVAILABLE INFORMATION INCLUDING UTILITY
PROVIDER AND MUNICIPAL RECORD MAPS AND/OR FIELD SURVEY AND IS NOT GUARANTEED CORRECT OR COMPLETE. UTILITIES AND STORM 4. POLY VINYL CHLORIDE PIPE (PVCP) FOR STORM AND SANITARY PIPING
DRAINAGE ARE SHOWN TO ALERT THE CONTRACTOR TO THEIR PRESENCE. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR DETERMINING SHALL HAVE BUILT—IN RUBBER GASKET JOINTS. PVCP SHALL CONFORM
ACTUAL LOCATIONS AND ELEVATIONS OF ALL UTILITIES AND STORM DRAINAGE INCLUDING SERWVICES. CONTACT CALL BEFORE YOU DIG AT TO ASTM D—3034 (SDR35) WITH COMPRESSION JOINTS AND MOLDED
(800) 922-4455 72 HOURS PRIOR TO CONSTRUCTION AND VERIFY ALL UNDERGROUND AND OVERHEAD UTILITY AND STORM DRAINAGE FITTINGS. PVCP SHALL BE INSTALLED IN ACCORDANCE WITH THE
LOCATIONS. THE CONTRACTOR SHALL EMPLOY THE USE OF A UTILITY LOCATING COMPANY TO PROVIDE SUBSURFACE UTILITY ENGINEERING DETAILS; ASTM—-D2321 AND MANUFACTURERS RECOMMENDED PROCEDURE.
CONSISTING OF DESIGNATING UTILITIES AND STORM PIPING ON PRIVATE PROPERTY WITHIN THE CONTRACT LIMIT AND CONSISTING OF
DESIGNATING AND LOCATING WHERE PROPOSED UTILITIES AND STORM PIPING CROSS EXISTING UTILITIES AND STORM PIPING WITHIN THE 5. MANHOLE SECTIONS AND CONSTRUCTION SHALL CONFORM TO ASTM
CONTRACT LIMITS. C—-478.

3. GAS PIPE MATERIAL SHALL BE PER CONNECTICUT NATURAL GAS

PE PIPE MAY BE USED IF APPROVED BY THE ENGINEER AND OWNER’S

23. THE CONTRACTOR SHALL ARRANGE AND COORDINATE WITH UTILITY PROVIDERS FOR WORK TO BE PERFORMED BY UTILITY PROVIDERS. CONSTRUCTION MANAGER PRIOR TO ORDERING.
THE CONTRACTOR SHALL PAY ALL UTILITY FEES UNLESS OTHERWISE STATED IN THE PROJECT SPECIFICATION MANUAL AND GENERAL
CONDITIONS, AND REPAIR PAVEMENTS AS NECESSARY.

24. ALL WATER LINES TO HAVE A MINIMUM COVER OF4.5'.

6. DUCTILE IRON PIPE SHALL CONFORM TO AWWA C151 FOR CLASS 52
WITH CEMENT LINING IN ACCORDANCE WITH ANSI A 21.4. FOR WATER

ALL LINES SHALL BE BEDDED IN 6" SAND AND INITIALLY BACKFILLED WITH 127 MAINS AND SERVICES 3” ID AND LARGER. JOINTS SHALL BE MADE WITH

SAND. CONCRETE THRUST BLOCKS OR WITH MEGAULUG RETAINER GLANDS OR
WITH RODDING IN ACCORDANCE WITH PROJECT MANUAL SPECIFICATIONS
26. ALTERNATIVE METHODS AND PRODUCTS OTHER THAN THOSE SPECIFIED MAY BE USED IF REVIEWED AND APPROVED BY THE OWNER, AND IN ACCORDANCE WITH WATER UTILITY PROVIDER REQUIREMENTS TO

ENGINEER, AND APPROPRIATE REGULATORY AGENCIES PRIOR TO INSTALLATION.

EXTEND A MINIMUM OF 2 PIPE LENGTHS IN EITHER DIRECTION FROM
FITTINGS AND ELBOWS (40 FT MINIMUM). ALL OTHER JOINTS SHALL BE

27. THE CONTRACTOR SHALL MAINTAIN ALL FLOWS AND UTILITY CONNECTIONS TO EXISTING BUILDINGS WITHOUT INTERRUPTION UNLESS/UNTIL PUSH ON WITH RUBBER GASKETS (TYTON). USE OF OTHER TYPES OF

AUTHORIZED TO DISCONNECT BY THE OWNERS, THE CIVIL ENGINEER, UTILITY PROVIDERS AND GOVERNING AUTHORITIES.
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RETAINER GLANDS SHALL REQUIRE USE WITH CLASS 53 OR GREATER
DUCTILE IRON PIPE. DI STORM PIPE SHALL BE PUSH ON JOINT WITH
RUBBER GASKET.
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